INSTALLATION INSTRUCTIONS

EVOLVE CUBICLES

COMPACT GRADE LAMINATE (CGL) TOILET PARTITIONS

BOBRICK

Read these instructions completely and carefully.
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IMPORTANT

SAFETY

Use safety glasses and gloves while performing each installation in this booklet. Heavy lifting is
required for installation. Do not attempt lifting a divider panel on your own, ask for help.

Evolve is a two person installation.

SKILL LEVEL

Installation of this product requires someone with experience in toilet partition installation,
understands ADA code requirements, and is familiar with the installation process.

Proper installation is the responsibility of the installer. Product failures due to improper
installation is not covered under Bobrick Warranty.

STORAGE AND HANDLING INFORMATION

Store in a clean, dry area. Do not store outside. Move material to installation area 72 hours before
installation. Always store material flat with weight evenly supported. Failure to follow these
instructions may result in warped material which is not covered by Bobrick warranty.

Toilet Partition Stacking
Do This Don’t Do This

NNN N\

Stack Flat Stack Upright
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TOOLS YOU WILL NEED

Safety Glasses \ 4mm Allen Wrench

V?
%/ Gloves -§ Shims

2 Self-Leveling Cross Line Laser s,\Adjustable Support Jacks

o

& ‘ Tape Measure and Pencils poe= 12", 48" and 72" Level
—y N )
ﬁ Electric and/or Battery-Powered Drill — Miter Saw
B i
r— Complete Set of Drill Bits Rubber Head Mallet
/} 9/16" Brad Point Drill Bit e 5/32" Masonry Drill Bit
(For Occupancy Latch & Robe Hook) /\
/,,/f" 7 Hammer

Complete Set of Screwdrivers

A 4mm Hex Screw Bit
' g Complete Set of Screw Bits

Chalk Line
<z Pin-Head Torx Screw Driver T2
. (Supplied by Bobrick)

PI
{,7
Carpenters Square
( N ’/':,__j
r e Hammer Drill
L]

Broom and Dustpan

Ladder
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PRE-INSTALLATION
VERIFYING RECEIVED ORDER

A. Open hardware box and locate layout drawings and hardware list. Fig. 1

B. Verify all components were received by matching ID number on component label to ID number shown on drawing.
C. Use the hardware list as a checklist and make sure all hardware is present.
D. To checkextrusion counts, see layout drawings under Extrusion List for extrusion part number and quantities. Fig. 2

E. Organize and stage all components and hardware needed for each room.

Fig. 1
Scan here for
Animated Installation
Videos!
. EXTRUSION LIST FO; THIS LAYOUT
Fig. 2 ,
Tea 5— 2000141 Wal Hinge Outswing lea i“zromr Fascia Hinge Inswing

fea 2000143 Wial Cose lnswing tea e

dea ﬂ 2000151 Wall Channel Bracket 2 }—uam Center sing

S113 02 VERIFYING ROOM DIMENSIONS

A. Check width of wall at the front centerline. Refer to layout drawing for dimension. Note: The centerline of each toilet
compartment must be measured from the front centerline and not at the back wall. Fig. 3

B. Set the laser at the front centerline. Place the chalk line over the laser, mark wall and floor. The chalk line will be
used as a guide to set front extrusions. Fig. 4 If chalk can not be used to mark wall and floor, use a laser device.

Back Wall Back Wall

%r
Fig. 3 - \
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1S CHECKING WALL PLUMB AND FLOOR SLOPE

A. Check wall plumb using 72" level. If wall is out of plumb, plan on using shims or fillers to fix out of plumb wall. This

step is critical. Fig. 5

B. Check floor slope by measuring the highest and the lowest point of the floor. Note: Foot pedestal can be adjusted
+2".

C. Measure 9"-12" from the front centerline back and make sure floor drain does not interfere. If so, plan on relocating
the divider pedestal. Fig. 6

Fig.5

“® Floor Drain

S11 523 MEASURING STALL CENTERLINE

A. Using a measuring tape, measure wall to centerline of divider panel at the front and mark floor. Refer to layout

drawing for centerline dimensions. Fig. 7

B. Set laser device at the front centerline pointing to back wall. Use a carpenter's square to guide laser device as
shown in Fig. 8. Note: Where the laser line appears on the back wall is where the U-channel will be attached to the
wall. This dimension may not be the same as measuring off the side wall to the panel centerline. This will ensure

square off the front of the system.
Top View

Fig. 8

Pencil Mark

i

Stall Centerline

Front Centerline
(Chalk Line)

C. Using a secondary laser device, set laser 9-1/8" from the Fig. 9
highest point of the floor pointing towards the back wall.
Fig. 9 The horizontal line is where the bottom side of
the wall channel will be placed.
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DIVIDER PANEL, EXTRUSION AND FASCIA PANEL

S11 SN WALL CHANNEL BRACKET INSTALLATION

A. Place bottom of Wall Channel on the horizontal laser guide at the back wall. Center each screw hole on the
vertical laser guide and mark each screw hole with a pencil. Fig. 10

B. Drilla 2" deep pilot hole with a #19 drill bit. Note: If backing is not present, add a plastic anchor (not furnished).
Secure wall channel to wall with #12 x 2" Pin-In-Head Torx Screw (Part #1002495).

venenreeeneee)

Fig. 10 (#1002495)
#12x 2"

Pin-In-Head Torx
| Screw

Scan here for
Animated Installation
Videos!

C. Repeat Step 4 and Step 5 for each divider panel.

S11- A PREPARING FOR DIVIDER PANEL

A. Adjust support jack at 9" high measuring from the floor and set at the back to support the weight of divider panel.

Slide flange cover up and set pedestal at 9" high and place near the front of floor to support weight of divider
panel. Fig. 11

C. Do not secure threaded base on floor yet.

Fig. 11
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SETTING DIVIDER PANEL

A. Carefully insert divider panel into wall channel and into U-bracket of divider pedestal. Back side of panel should be
resting on support jack.

B. Adjust divider pedestal up or down by rotating plastic base of the pedestal. Level top and front of divider panel.
Fig. 12

C. Make sure material sits 1/8" higher than wall channel at the top. Fig. 13

D. Dirill top pilot hole using #19 drill bit and secure material to wall channel with #12 x 7/16" Pin-In-Head Torx Screw
(#1002499). Note: The top screw will act like a pivot when making adjustments to the front installation.

E. Repeat above for each divider panels.

1/8" Offset

Fig. 12 Fig. 13

G

(#1002499)
Pin-In-Head Torx
Screw
#12 X 7/16"

ASSEMBLING EXTRUSIONS

A. Locate Pedestal Door Kit Packet and layout drawing. Check door swing on layout drawing, compare door swing to
swing type shown on label of Door Kit.

Open Pedestal Door Kit Packet and remove the Headrail L-brackets.

C. Set L-brackets to all center extrusions by inserting bracket into slotted section top of extrusion. Secure pan head
screw using a 4mm hex key.

D. Headrail L-bracket with plastic cam must be set at the hinging side of extrusion and L-bracket without plastic cam
must be set at the keeping side of extrusion. Fig. 14

E. Install door pedestal into hinging side of extrusion by inserting L-bracket into slotted section at the bottom side of
extrusion. Fig. 15 Secure door pedestal to extrusion with pan head screw using a 4mm hex key.

F. Repeat above steps for each hinging extrusions.

Fig. 14 Fig. 15

Keeping Hinging
L-bracket L-bracket
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S11- A B 2" GASKET AND CENTER EXTRUSION INSTALLATION

© o w »

Check layout drawing to verify correct extrusion is used.
Insert 2" gasket (#2000198) into extrusion. Make sure gasket is completely inserted and sits flush.
Attach extrusion with gasket to front edge of divider panel. Check plumb of extrusion with level.

Using a #19 drill bit, drill 3/4" deep pilot hole through each screw hole of extrusion. Secure extrusion to panel using
#12 x 3/4" Pin-In-Head Torx Screw (#1002500). Caution: Do not drill through extrusion.

Repeat above process for each center extrusion.

Divider Panel
2" Gasket /

Extrusion

Top View

S-SR VI HEADRAIL PRE-INSTALLATION

Check layout drawing to identify ID number of headrail per room. Headrail is pre-cut by the factory to ensure joint is
set at center of extrusion.

Position each speed nut parallel with L-bracket and loosen hex screw in speed nut. Fig. 16
Place pre-assembled headrail over each L-bracket and press down to snap into place. Fig. 17
Temporary secure headrail to L-bracket with 4mm hex bit using a manual driver. The speed nut will change position

and lock onto inner groove of headrail. Fig. 18

Fig. 17 Fig. 18

Take dimension from headrail #1 to wall or outer corner and cut headrail #2 to that size. When cutting the headrail
make sure the orientation is correct to allow the cut side to go to the wall or outside corner.

Insert headrail #2 into joint bracket and snap into place.

Drill two 3/4" deep pilot holes with #19 drill bit and secure headrail to joint bracket with #12 x 3/4" Pin-In-Head
Torx Screw (#1002500). Fig. 19

Temporary secure headrail to L-bracket by tightening speed nut.

Fig. 19
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S11- R HEADRAIL END CAP INSTALLATION (CORNER LAYOUT)

A

® " m o o

End cap must be installed where end of headrail is exposed.
Identify if Left or Right End Cap is needed. Fig. 20

Position speed nut parallel with headrail, insert end cap into headrail and make sure end cap sits flush with
headrail. Fig. 21

Secure end cap to headrail using a 4mm hex key to tighten speed nut.

Fig. 20

(#2000139) (#2000138)
Headrail End Cap Pkt, Left Headrail End Cap Pkt, Right

S11 A P FASCIA PANEL INSTALLATION

Check layout drawing to identify fascia panel and extrusion. Install L-bracket to top of extrusion. Refer to Step 8.

Insert 1" gasket (#2000199) into fascia extrusion then attach to edge of fascia panel. Note: Fascia panel will sit
3/4" higher than extrusion when bottom is flush.

Using a #19 drill bit, drill pilot holes through each screw hole of extrusion. Do not drill through.
Use #12 x 3/4" Pin-In-Head Torx Screw (#1002500) to secure fascia assembly. Fig. 22

Place 1" gasket into extrusion, insert fascia assembly into headrail and slide into extrusion. Fig. 23
Temporary secure L-bracket to headrail by tightening speed nut.

Drill pilot holes through each screw hole of extrusion with #19 drill bit and secure with #12 x 3/4" Pin-In-Head Torx
Screw (#1002500).

Fig. 22 Fig. 23
ru [ e
;—\\ T
N T S
/ o [T _
— /,/1' @
~ 7 g

Fascia 1" Gasket Fascia Assembly
Extrusion
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SR KA LEVELING CUBICLE

A

Measuring from the front centerline, position divider pedestal 9"-12" back.
Make sure panel is level at the top and at the front extrusion. Fig. 24

Measure stall width at the front (top and bottom) from centerline to centerline of both divider panel. Make sure stall
is squared. Fig. 25 Refer to layout drawing for stall width dimension.

Place 48" level to both center extrusions to ensure fronts are flush. Fig. 25

If cubicle is not squared, loosen speed nut on keeping side to adjust the stall and lock into place by tightening the
speed nut. Ensure top and front of cubicle is level.

Secure divider panel to wall channel. Refer to Step 7.
Fig. 24 Fig. 25

L
m— L o || » ; /[
_ —— L . \‘»>43

SIS WALL EXTRUSION INSTALLATION

A.

Locate wall extrusion, install top L-bracket into extrusion and secure with
4mm hex screw.

If hinging a door, install door pedestal to wall extrusion.

Insert extrusion L-bracket into headrail and slide extrusion against the wall.
This will self-locate the top attachment point for the extrusion at the wall.

Level the extrusion and mark additional wall attachment points using the
extrusion as a guide.

Measure front top and bottom at the front of cubicle to ensure door opening
is squared. Level wall extrusion and headrail.

Drill a 3" deep pilot hole with #19 drill bit. Note: If backing is not present, add
a plastic anchor (not furnished).

Secure extrusion to wall with #12 x 3" Sheet Metal Screw (#2000094).

Part Number: 2000000-69 06/19/20 © 2020 Bobrick Washroom Equipment, Inc. Printed in U.S.A Page 11



DOOR AND HARDWARE
DOOR INSTALLATION

A. Install top U-bracket to the top of door, secure with through-bolt included in door kit.

Insert door top U-bracket into cam, slide bottom of door into U-bracket attached to hinge pedestal, align pre-drilled
hole with bracket screw hole and secure with countersunk through-bolt.

C. Install inswing door from inside of toilet compartment and outswing door from outside of toilet compartment.

Make sure the gap on the keeping side is even at the top and bottom. If gap is uneven, loosen speed nut on
keeping extrusion, adjust gap as needed and tighten speed nut to hold in place.

E. Caution: Door pedestals are designed for either Left-Hand Inswing/Right-Hand Outswing or Right-Hand
Inswing/Left-Hand Outswing and has a specific direction of rotation to ensure proper door closure.

F. Repeat steps above for each door installation.

Keeping Gap
./
7\ Scan here for
Animated Installation
Videos!

S11-CR [ FLOOR BASE INSTALLATION

Slide escutcheon up to access floor base.

Use a 5/32" masonry drill bit, drill a 3" pilot hole into the floor. Use screw holes on base as a guide.

Secure base to floor with 3 concrete screws (#2000187). Slide base cover down and snap into place.

© o w »

Secure U-bracket to panel by drilling a 9/32" pilot hole through material, use through bolt (included with kit) to lock
pedestal to the material, use a 4mm hex bit with a manual screwdriver.

E. Repeat steps for all pedestals.

N

L
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S11- R VA SECURING HEADRAIL INSTALLATION

A. Where each hinging L-bracket is located, measure 5/8" at the top of the headrail from the front and mark the head-
rail. Fig 26

B. Dirilla 1/4" pilot hole drilling through the top hinging L-bracket. Fig. 26
C. Secure installation with (#2000128) Fascia Through-Bolt Screw Packet. Fig. 27

Fig. 27
Fig. 26 5/8" T4

Top of Headrail

(#2000128)

Fascia Through-Bolt Screw Packet

D. Drill a 3/16" pilot-hole 3/4" deep through top of headrail to top edge of fascia panel.
E. Secure headrail to top edge of fascia panel with #12 x 3/4" Pin-In-Head Torx Screw (#1002500).

4=

(#1002500)
#12 x 3/4" Pin-In-Head Torx Screw

-
=

F. Note: Screws are not required for a fascia panel less than 12" wide. Fascia panel between 12" to 60" wide, require

two screws. Fascia panel over 60" wide, require three screws.
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SIS AN DOOR LATCH DRILLING

A

Measure 31-3/4" from bottom edge of door or 41" from finish floor and mark centerline of where label will be
placed.

Peel off the label and line up the centerline on the label to marked centerline on door. Note: Vertical line on label
must be set from edge of keeping extrusion.

Drill 1/4" pilot hole through door center of each hole shown on the label, then remove label.
Drill center pilot using a 9/16" Brad Point Drill Bit

Note: Drilling label is included in hardware box for each door. Be sure to read instructions on label before drilling.

]
(#2000102) /
Door Drilling Label, Inswing -
«Q
&
& &
(#2000103) F
Door Drilling Label, Outswing

[

S-SRI LATCH AND INDICATOR INSTALLATION

Insert the Latch Handle with Latch Flange through 9/16" pilot hole and position the Indi-

cator Spacer on the outside surface of door. Outside of Stall

Secure assembly using Latch Mounting Screws and Latch Threaded Pin.

Snap on Indicator Color Disc onto latch post. Install Indicator Cover over color disc and

secure assembly with small screw.

Repeat above steps for each latch installation -
If threaded pin is set on the right, \ v, ; o L
latch will turn clockwise, if set on the ‘ \ ‘
left, latch will turn counterclockwise. ‘

Latch /
Latch Flange Threaded Pin Mounting Screw .

Indicator Spacer
Indicator Color Disc

Indicator Cover

Facing Outside Of Stall
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S35/l DOOR PULL INSTALLATION

A. Note: Verify local ADA code for pull handle height requirements.

Remove Threaded Post from assembly. Position the Pull Handle Male on the outside surface of door measuring 4"
from centerline of Door Latch to centerline of Door Pull.

C. Use a small level to ensure Door Pull is straight. Mark around the top and bottom post and draw a dot with an X
center of circle.

D. Dirilla 1/4" pilot hole center of each marked circle.

E. Insert the Threaded Post through the pilot hole and screw into Pull Handle Female assembly. Re-install the Pull
Handle Male and secure top and bottom screws with hex key.

—_—

Pull Handle Female Threaded Post 4"

O

Screw Hole (Hex Key) Pull Handle Male

51132 B ROBE HOOK INSTALLATION

A. Identify location of robe hook. Note: Robe hook should be installed on divider panel to prevent door from making
contact with panel.

B. Use 1/2" Brad Point Drill Bit and drill through 1/2" material.

C. Remove button nut from robe hook, insert threaded side of robe hook through 1/2" pilot hole and secure robe hook
with button nut. Fig. 28

D. Make sure the pin on robe hook is facing up.

Robe Hook Pin Fig. 28

Button Nut
Door Stop

Base Washer

Part Number: 2000000-69 06/19/20 © 2020 Bobrick Washroom Equipment, Inc. Printed in U.S.A Page 15



DOOR BUMPER INSTALLATION

A. Each keeping extrusion requires 3 bumpers: top, center, and bottom. Refer to diagram below for dimensions.
B. Remove any debris and oils from keeping extrusion and wipe clean.
C. Peel off plastic film from bumper and apply to keeping extrusion.

D. Make sure to use correct door bumper based on door swing.

Top

1-3/4"

35-5/16"

(#2000083) (#2000084) 70-1/
Inswing Door Bumper Outswing Door Bumper
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URINAL SCREEN
URINAL SCREEN INSTALLATION

A. Check wall plumb using 72" level. If wall is out of plumb, plan on using shims or fillers to fix out of plumb wall.

B. Measure the overall depth from the back wall to the front. Refer to layout drawing for depth dimension. Use a chalk

[ (o et N e o = ]

9

S11 320 FINISHING AND CLEANUP

A. Remove any exposed labels from the components of toilet compartments.

B. Clean surfaces as needed. Refer to Care and Maintenance Manual for proper cleaning techniques.
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